GOVERNEMENT COLLEGE OF PHARMACY
Kathora Naka, AMRAVATI 444 604

Poss
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GCOPA/Store/2016-17/ 807 Date: 11/07/2016

Subject: Quotation for supply of Lab Equipment for the year 2016-2017

Dear Sir,
I'have to request you to kindly quote your lowest reasonable rates for the following

item and-send the quotation in the sealed cover. so as to reach the undersigned on or before
27 July 2016. Date of Opening 28 July 2016.

Sr. Specifications Qty. Required
No.
1. Conductivity Meter 01 No.

Technical Specifications:

Digital (With Conductivity Cell 2 No., having K = 0.1 RTD
Temperature, Sensing with 5 pin shell connector, Electrode
Stand, Operating Manual)

I Measuring Range : 0.01 ps to 199.9 ms or better

2. Resolution : 0.01 or better

3. Accuracy: 0.5 % or better

4. Temperature Range: 0 to 100.0°C. or better

5. Temperature compensation: Automatic/ Manual
Operating Manual, Complete accessories with Installation
and demonstration.

2% Digital pH Meter Technical Specifications: 01 No.
pH
pH Range : -2.000 to 19.999 or better
Resolution s 0.1 or better
pH Sensor : Combination pH Electrode

. gel filled electrodes 2
No., having measurement
range : 0 to 12 Foldable
Stand for electrode.
Calibration : Automatic, with auto
Buffer recognition facility.

mV

mV Range : 0 to £1999.9 or better

Resolution : +0.ImV or better

Temperature ‘
Range ; 0 to 150°C or better

Resolution 3 0.1°C or better

Sensor S RTD PT100

Temp. Comp. 3 Automatic / Manual

Complete accessories, manual with Installation and
demonstration. (Operating Manual and stand)
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Digital Flurometer :

Technical Specifications:

Single Beam Filter Fluorometer

Sensitivity Levels: 25 pg/mL

Bandwidth: 5-200 nm or better

Concentration Range: 0.00-9999.99 (ppt, ppm, ppb, ug/dl,
ug/ml, ng/ml)

Excitation Range: 340-750 nm or better

Wavelength accuracy: 1.5-10 nm

Data output: RS-232

Serial Interface for printer or computer.

Display: LCD Gain and Range Select: automatic, 6 orders
Lamp life: Quartz Halogen Lamp (6 V, 20 W = 10,000 hours or
more) Linearity: 1.00% or better

Menu Driven Software: Std. Curve Storage. 2 to 9 point Std.
Curves, Storage Operating temperature range: 20° to 38°C
Dimensions (D x Hx W): 15.5x 6.7 x 11.5" Sample holders:
12.5 x 12.5 x 45 mm sq. cuvettes.

Complete accessories, manual with Installation and
demonstration. (Operating Manual)

01 No.

Flame Photometer

Technical Specifications:

Range : Na, K. & Li :1-100 ppm and Ca:15-100 ppm or better
Sensitivity : Na. K, & Li :0.5 ppm and Ca:15 ppm or better
Linearity : < 3% or better

Detector : Photo Cell

Ignition System : Manual Ignition

Flame System : LPG & Dry Oil Free Air

Gas Control : Adjustable with Knob

Automiser : Axial Flow Type

Oil free Air Compressor : Supplied with Built-in Air Filter with
Pressure. , Regulator & Gauge to deliver stable and moisture /
oil free air supply. Power Supply : 230 VAC +10%, 50 Hz Li
Filter , Ca Filter . Complete accessories with Installation and
demonstration. (Operating Manual)

01 No.

n

Titrator :

Technical Specifications:

Measuring principle: Volumetric titration according to Karl
Fischer method for water content determination

Measuring range Water content between 100 ppm or 0.01% and
100% H20 or better , Factor 0 to 99,999 or better

Resolution 0-10% H20 0.001% or better

Resolution 10-100% H20 0.01% or better

Display 128 x 64 pt, backlit liquid crystal display

Keypad 7 membrane keys, splash-proof, PET, >6 million key-
presses. Burette Resolution 1/40,000 of nominal syringe value
(at least 0.001 mL) or better Dosing accuracy < 0.2% or better

01 No.




Kathora Naka, AMRAVATI 444 604

GOVERNEMENT COLLEGE OF PHARMACY

W (0721) 2531690 (0) Fax. No. (0721) 2531242 2531827
www.gcopamravati.ac.in e-mail: gcopamt@gmail.com

=

Reproducibility of dosing +0.1% or better

Peristaltic pump Volumetric flow 170 mL/min + 15%
External keypad Mini-DIN connector for computer or
Printer. Power supply, external 24 VAC. 1.25 A, 30 VA
Enclosure material ABS and enameled steel
Dimensions 130 x 160 x 300 mm or better

Working temperature 1040 °C (50-104 °F) or better
Storage temperature —10-50 °C (14-122 °F) or better
Air humidity <80% relative humidity, non-condensing.
Complete accessories with Installation and demonstration.
(Operating Manual)

6. Water Purification System

This system should provide minimum Type II water or
better Water Quality display with feed water 0 to100 p/cm,
Temp. 0 t0 99.9°C or better

Ultra pure UP to 18.3M-cm. with microprocessor and touch
technology controller and display to 16x2 character backlight
LCD digital. Product flow rate (RO, UP) Max 3L/Hr or better,
Product water quality RO product: 0 to 20 ps/cm or better
Pump pressure 0 to 10 kg/ cm’ Feed water temperature 2 to
359C . Safety function Low pressure of tap water, Auto/ manual
operating modes, Automatic pump stop functions for low
pressure, Tank full, Suspension of tap water supply.

Complete accessories with Installation and demonstration.
(Operating Manual)

01 No.

TERMS AND CONDITIONS FOR QUOTATIONS

The quotation should be submitted as per TWO ENVELOPE SYSTEM ONLY. Both the

Bids (Technical as well as Commercial) shall have to be submitted. Bids not submitted will

not be entertained.
i) Envelope No.1: Technical Bid
Technical Envelope shall contain following documents:-
» Technical literature/ Leaflet/ Samples/ Information/ of the make and
quoted.
» Sales tax / VAT registration certificate. ‘
» Authorization certificate from manufacturer.

» No deviation certificate.

model no etc

» List of users with complete address, name of contact persons, contact numbers and

email address.
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ii) Envelope No.2: (Commercial Bid)

» The rate should be quoted only for the items specified in the Technical Bid (Envelope

}“,

e

No.1) and should be for items of given specification / Make /Model/ Manufacture.

» Bidder should not quote his offer any where directly or indirectly in Technical
Envelope (TT). failing which the Commercial Envelope (C1) shall not be opened and
his tender shall stand rejected.

» Inspection charges if any are to be borne by the supplier.

Validity: The rates offered should be valid up to 31° March of year from the date of opening

of Quotations.

Delivery: Rates quoted will be considered FOR destination, Installation & training at College
Premises unless otherwise stated.

Payment: Payment will be made as and when the grant is available after receiving the goods
in satisfactory conditions and satisfactory demonstration/Installation etc. at the
consignee’s destination at cost of supplier.

Taxes: Rates quoted will be considered inclusive of all taxes, if not stated separately in the

quotation. (Statement like taxes extra or as applicable will not be considered).
General Note:-
» The supply shall be executed according to instruction by Institute.

» The technical support shall be provided by the vendor/ supplier without any
additional charge during guarantees/ warranty period.

» Inlieu of any defect in material, the agency shall replace the material.

» For any quoted brand if Authority letter from the company in original stating that he
is authorized to participate in the quotation and minimum three quotations are not
available it will be rejected.

» Do not quote for the brand for which authority letter is not available.

» Manufacturer / supplier should submit the signed and stamped rate catalogue/ booklet
whenever demanded by us so as to enable us to know which make is quoted along
with model no / sr. no. of the item / code no etc. '

» Rate quoted as per authorized pricelist will be considered. Any change / deviation in
the rate of any item should be informed in advance and will be only applicable if
approved by purchase committee.

» The supplier has to submit copy of authorization letter from the company.
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Proof of permission to manufacture the equipment/ item mentioned in the tender
document from competent authorities.

Proof of permission for sales/trading of the equipment/ item or of similar kind
mentioned in the quotation document from competent authorities.

The Institute reserves the right to reject any or all quotations without assigning reason
therefore.

Warranty and AMC if applicable.

The dispatch number of this office should necessarily be superscripted on the
Envelope.

Supplier must furnish following Registration Description on separate sheet with
technical bid.

Supplier also give the details of CMP registration no. for on line payment.

D ipti i ion t ill C
(PAN card, VAT, Professional Tax, Service Tax)
Sr. Description of ; : Validity Copy attached
No. Registration SeEgstition by, Period Yes No
1. | PAN card
2. | VAT
3. | Professional Tax
4. | Service Tax
Signature & Name of the authorized person
of quoting agency with the seal of the firm
Date:

o il
~ ) 7
Principal
Govt. College of Pharmacy,

Amravati.
&b 2
Tlle | 107

ek




